
36 metre tri-fold boom folded at 24 metres 
Pick up hook drawbar 

800mm axle/chassis clearance  
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6000 litre 

16/30/42 metre tri-fold boom  
Pick up hook drawbar 

Land quip     InTrac  Trailed  

6000 litre 
   36 metre tri-fold boom applying liquid fertiliser 
      Pick up hook drawbar 
         800mm axle/chassis clearance  

 Spraying Made Easy - Bravo/Delta Electronics 
 
¶ High resolution screens:- 
 5.7ò display (Bravo) / 8.4ò display (Delta 80) 
¶ CanBus data transmitted by 1 single cable 
¶ Precision rate control 
¶ CanBus electro-hydraulic controls 
¶ GPS sensed speed 
¶ GPS auto switching of up to 13 sections 
¶ Built in LED light bar guidance system 
¶ USB job export in Shape format 
¶ 2GB internal memory to store jobs 
¶ 2 camera inputs/ports 
 
 Options:- 
 
¶ In-fill sensor 
¶ Tank contents 
¶ In-fill electronic read-out at fill station 
¶ Variable rate control 
¶ GPS automatic shut-off of each individual nozzle 
¶ Automatic on-the-move selection of appropriate  
 nozzle according to speed, spray rate & pressure 
¶ Boom levelling 
¶ Joystick controls 

¶ IsoBus controls     E & O E 

High clearance Euro 80mm ball hitch 



Booms 
 
Tried and tested Alu-light booms (up to 44 metre  
tri-fold) equipped with stainless steel spray lines 
with either semi recirculation or Poziflow  
continuous recirculation and air on/off. 
 
Multi-head 360

o
 nozzle bodies carry up to  

5 ceramic, high pressure, low drift tips  
Or Umbrella fertiliser jets.   
 

 
Perfect tracking 

Large diameter easy to pull wheels 
1800 to 2100mm track width 

800mm clearance 
Excellent weight distribution 

Superbly engineered chassis & steering system 
 
 
 

InTrac  
Electronic Steering Axle  

Standard equipment includes:- 
¶ Hydraulically driven 700 l/min high pressure, self 

priming centrifugal or 450 l/min diaphragm pump 
¶ Auto steering high speed axle - Manual crab steer 
¶ Air suspension + Hydraulic brakes 
¶ 5200 or 6000 litre low centre of gravity  
 easy clean polypropylene + efficient drain sump 
¶ 30 litre easy clean chemical bowl with can wash, 

rinse & agitation jets 
¶ High lift parallelogram / Spray height 300-2300mm 
¶ 18-36m bi-fold or 30-44m tri-fold booms 
¶ Trapezium self levelling - Hydraulic anti-yaw 
¶ Unique high flow tank agitation 

Optional:- 
High clearance Euro 80mm ball hitch 
Air brakes & ABS 
Boom line air blow out system 

Air Suspension 
 

2.5 or 3.0m track 
width options  
(Export models only) 


