
• 3 point linkage mounting 
• Heavy duty chassis 
• Bull bar protection 
• Hydraulically driven 235 l/min. pump 
• 2” suction fill point 
• Large suction filter 
• 130 litre system wash tank 
• Main tank rotaflush washing nozzle 
• In-cab electric transfer & wash out 
• Mechanical sight tube 
• Quick-release hydraulic pipes &  
 transfer hoses 
• 4 x demount legs/stands 
• Road lights & indicators 
 
 Options:  
• Trolley wheels  
• Hazard flashing warning lights 
• Convex side view mirrors 

Vision 1100 litre  

Landquip Vision Front Tanks 

All Landquip twin tank combinations are filled at the rear sprayer fill station  



Landquip Vision Front Tanks 
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The Landquip range of  
Vision front tanks can be used with  

any make of rear mounted  
or demount sprayer for additional  

capacity and improved weight  
distribution 

 
With quick-fit easily detachable  
hydraulics, transfer hoses and  
electrics the front tank can be  

quickly detached in 4 to 5 minutes 
 

A perfectly shaped belly pan enables 
front tank lowering for easy top filling 

and also reduces crop damage  
 

                             E & O E 

Vision Front Tanks in easy-clean polyethylene 
Designed for maximum strength and minimum liquid surge    

 

1100, 1500 & 1900 litre capacities 
+ 130 litre wash tank & 15 litre hand wash 

Perfect Forward Vision 

A combination unit of 1500 front + 1600 rear = 3100 litres 
Option:- 1900 front + 2000 rear = 3900 litres 

 


